
 

At the end of 2013, my car began giving “Air Suspension Fault” errors anytime the temperature 

dropped below 40º F.  In December, it also gave a “Suspension height too low” error after 

driving to work.  The front of the car was significantly lower than the rear.  Overnight the 

suspension system would “reset” and the heights would be OK in the morning.  In some online 

Jaguar forums, a possible cause was given as the air compressor.  The compressor gets old and 

fails to reach the higher compression level of the front air springs, while the rear air springs 

remain at the lower air pressure level.   

I purchased a replacement compressor from Arnott’s and installed the compressor. 

 

 

  



The compressor is located behind the front bumper.  Removing the bottom splash shield and the 

inner fender gives access. 

 

 

Two electrical connectors and two air tubing fittings had to be removed. 

 



 

 

Next, the three fasteners holding the compressor in place had to be removed.   

Replacement hardware was supplied with the new compressor  

 



[Copied from Jaguar Service Manual]  

 

 

 

 

 

 

The air filter from the old compressor was removed to transfer to the new compressor.  

 

  

Remove the compressor. 

 Remove the 3 nuts. 

 Remove the compressor support brace. 

 Collect the 6 bushes. 
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CAUTION: Make sure mounting bushes and springs are in the correct orientation. 
Failure to follow this instruction will cause the compressor to become noisy and may cause 
damage to the vehicle. 

 
The car was put back together and the compressor worked fine.   

 

However, within one week the car was again giving warnings about the air suspension system. 

 

Note that the old compressor was retained to put a new seal kit into it.  I now have a backup 

compressor should it be needed. 

Install compressor. 

 Locate compressor to mounting bracket. 

 Install compressor support brace. 

 Install the 3 nuts and tighten to 20 Nm. 


